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TRACK

RNEOI? CNAO'I:' DESCRIPTION QUANTITY l}\IEOF CNAOT DESCRIPTION QUANTITY

1 680 0022 | Track Ass’y (full width 1 9 670 0007 | Track Belt (Center) 1
cross link) 10 670 0005 | Track Belt (Side) 2

2 670 0008 | Track Belt (Side) 2 11 600 0011 | Cross Link (R.H.) 72

3 670 0009 | Track Belt (Center) 1 12 600 0003 | Cross Link (L.H.) 72

4 600 0010 [Cross Link 72 13 600 0020 | Cleat 144

5 600 0021 |Cleat 216 14 600 0019 | Cleat 144

6 360 8005 | Bolt 432 15 360 8003 | Bolt 576

7 387 2028 | Nut 432 16 387 2024 | Nut 576

8 Track Ass’y 1
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DRIVE

REF. CAT. REF. CAT.

NO. NO. DESCRIPTION QUANTITY || ‘yo. NO. DESCRIPTION QUANTITY
1 105 4002 | Bearing 2 15 300 0000 | Bolt 6
2 670 0107 | Bearing Seal 4 16 392 0019 | Lock Washer 6
3 601 0049 |Seal Retainer Spring 4 17 601 0044 | Cap 1
4 601 0046 |Seal Retainer (Inner) 2 18 670 0110 | Gasket 1
5 114 0029 |Dust Seal 2 19 601 0040 | Axle Bearing Lock 1
6 601 0045 |Dust Seal Retainer (Outer) 2 20 380 6024 | Nut 1
7 300 0001 | Bolt 12 21 106 0001 | Seal 1
8 601 0036 |Hub Flange 2 22 601 0043 | Pull Rod Support 1
9 670 0106 | Drive Sprocket 2 23 601 0042 | Pull Rod 1

10 601 0003 | Hub 1 24 601 0041 | Drive Axle 1

11 601 0039 | Bracket 1 25 408 2001 | Grease Fitting 1

12 300 0153 | Bolt 4 26 387 2024 | Nut 40

13 392 0028 | Lock Washer 4 27 309 8006 | Bolt 40

14 380 6028 |Nut 4 28 601 0054 | Sleeve 2
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WHEELS

S| AT DESCRIPTION uantrty | R | & DESCRIPTION QUANTITY
1 408 2001 | Grease Fitting 1 13 602 0015 | Bushing 17
2 602 0012 | Wheel Cap 1 14 387 2024 | Nut 17
3 371 1062 | Cotter Pin 1 15 624 0140 | Seal Spring 1
4 389 8006 | Hex. Slotted Nut 1 16 670 0204 | Seal 1
5 602 0025 | Washer 1 17 602 0016 | Seal Support 1
6 105 0012 | Bearing Cone 2 18 670 0203 | Mud Excluder Rubber 1
7 105 0010 | Bearing Cup 2 19 603 0192 | Spacer 1
8 602 0024 | Outer Flange (with Cup) 1 20 602 0007 | Mud Excluder 1
9 670 0205 | Solid Tire 1 21 107 0002 | Tire 1
10 602 0020 | Centering Sleeve 1 22 107 0004 | Tube 1
11 602 0023 | Inner Flange (with Cup) 1 23 602 0031 | Wheel (with Cups) 1
12 309 8006 | Bolt 17
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FRONT-SUSPENSION

REF. CAT. REF. CAT.
NO. Xo. DESCRIPTION QUANTITY || "yo. NO. DESCRIPTION QUANTITY
681 0017 | Flexible Suspension Ass’y 1 7 108 2003 | Grease Fitting 1
(with Regular Spring) 8 603 0136 | Bolt 1
681 0018 | Flexible Suspension Ass’y 1 9 603 0041 | Centre Spindle Body 1
(with Heavy Duty Spring) 10 603 0061 | Front Axle Body 1
(item 1 to 16 inc.) 11 381 2039 | Hex. Slotted Nut 1
1 371 0032 | Cotter Pin 1 12 371 0063 | Cotter Pin 1
2 389 9001 | Hex. Nut 1 13 108 2002 | Grease Fitting 1
3 603 0063 | Stopper Washer 1 14 108 2006 | Grease Fitting 1
4 603 0064 | Stopper Rubber 2 15 105 6006 | Bushing 2
5 114 0003 | Spring (Regular) 1 16 603 0050 | Seal 2
5 114 0004 | Spring (Heavy Duty) 1 17 603 0062 | Rigid Suspension 1
6 670 0303 | Rubber Shock Absorber 1
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REAR-SUSPENSION

T,

REF. CAT. REF. CAT.

NO. NO. DESCRIPTION QUANTITY NO. NO. DESCRIPTION QUANTITY

17 603 0030 | Adjusting Screw Lock Nut
18 603 0157 | Adjuster Yoke

19 603 0199 | Packing Spring

20 603 0198 | Washer

21 603 0197 | Packing Felt

22 106 0010 | Piston Ring

23 603 0200 | Adjuster Cylinder

24 670 0304 | Hydraulic Cup Adjustment
25 108 2005 | Grease Fitting

26 603 0160 | Adjuster Housing

27 603 0184 | Bolt Spacer

28 391 0036 | Flat Washer

29 300 0251 | Bolt

30 603 0107 | Replaceable Spindle (Rear)
31 603 0072 | Replaceable Spindle (Front)

1 603 0024 | Rear Spindle
2 108 2002 | Grease Fitting 45°
3 603 0015 | Axle Tandem
4 108 2003 | Grease Fitting 90°
5 603 0065 | Bogie Spring
6 660 3005 | Bolt

7 309 8009 | Bolt

8 603 0108 | Spring Chain

9 382 4028 | Nut

10 371 0031 | Cotter Pin

11 660 3002 | Bolt

12 300 0043 | Bolt

13 392 0022 | Lockwasher

14 380 6022 | Nut

15 603 0158 | Adjuster Yoke

16 603 0159 | Adjusting Screw Nut
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SUSPENSION

REF. | CAT. REF. | CAT.
NO. NO. DESCRIPTION QUANTITY| ‘o 0. DESCRIPTION QUANTITY

8 300 0253 | Bolt

9 300 0252 | Bolt

10 380 6039 | Nut

11 603 0094 | Side Beam (R.H.)

11 603 0098 | Side Beam (L.H.)

11 603 0095 | Side Beam (with B-2) R.H.
11 603 0099 | Side Beam (with B-2) L.H.

680 0003 | Frame (6 cyl.)

680 0143 | Frame (8 cyl.)

380 6035 | Nut

108 7008 | Plug

603 0002 | Shaft

(%] v¢i7| Front Suspension Ass’y
603 0065 | Bogie Spring

Rear Suspension Ass’y
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TRANSMISSION

REF. CAT. REF. CAT.
NO. NO. DESCRIPTION QUANTITY NO. NO. DESCRIPTION QUANTITY
. 1 660 4001 | Transmission Cover 1 9 414 0002 | Handle Grip 2
2 660 4025 | Rail (Low & Second) 1 10 604 0016 | Forward Lever 1
3 660 4003 | Rail (Third & Direct) 1 11 604 0015 | Reverse Lever 1
4 660 4002 | Rail (Reverse) 1 12 387 2024 | Nut 1
5 604 0134 | Shim (0.010”’) - 13 604 0017 | Spring 1
5 604 0135 | Shim (0.020°") - 14 391 0025 | Washer 1
5 604 0136 | Shim (0.035’") - 15 604 0013 | Shifter Bracket 1
6 604 0082 | Sel. Ext. (Low & Second) 1 16 604 0014 | Bolt 1
7 604 0081 | Sel. Ext. (Third & Direct) 1 17 681 0041 | Shifter Ass’y 1
8 604 0011 | Sel. Ext. (Reverse) 1
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TRANSMISSION (4 speed)
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TRANSMISSION (4 speed)
Ty REF. CAT. REF. CAT.
NO. NO. DESCRIPTION QUANTITY NO. NO. DESCRIPTION QUANTITY
101 2026 | Transmission Ass’y less 38 (1105 0076| Bearing Cone 1
cover (V-8 cyl.) 39  |T105 0077 | Bearing Cup 1
10t 2024 | Transmission Ass’y with 40 TIOZ 2389 | Oil Seal 1
standard cover (V-8 cyl.) 41 |T102 2390| Gasket 1
660 4022 | Transmission Ass’y with 41 1102 2393 | Shim (thin) as required
i modified cover (V-8 cyl.) 41 1102 2394 | Shim (thick) as required
101 2025 | Transmission Ass’y less 42 T102 2388 | Bearing Retainer 1
cover 6 cyl. 43 102 2165| Shaft 1
101 2008 | Transmission Ass’y with 44 102 2135| Screw & Washer 1
standard cover 6 cyl. 45 102 2166 | Lock 1
660 4020 | Transmission Ass’y with 46 102 2298| Snap Ring 2
modified cover 6 cyl. 47 102 2380 ( Washer 2
1 102 2356 | Nut 1 48 102 2322 | Needle Bearing 68
1 102 2357 | Washer 1 49 102 2296 | Gear Inner Race 1
2 660 4006 | Main Shaft Flange 1 50 102 2295| Gear (Reverse Idler) 1
3 101 2012 | Oil Seal 1 51 102 2275| Countershaft 1
4 102 2307 | Nut 1 52 102 2288 | Low Speed Gear 1
5 102 2025 | Pinion (Speedometer) 1 53 102 2291 | Main Shaft Spacer 1
6 101 2011 | Bearing Retainer 1 54 *102 2283 | Mainshaft 1
7 102 2021 | Gasket 1 54 |T102 2396 | Mainshaft 1
7 102 2377 | Gasket (thin) as required 55 102 2219 | Stop Ring & Pin Ass’y 5 parts
7 102 2379 | Gasket (med.) as required 56 102 2297 | Spacer 1
7 102 2384 | Gasket (thick) as required 57 102 2289 | Spring 1
7 102 2385 | Gasket (ex. thick) as required 58 102 2287 | Second Speed Gear 1
8 102 2128 | Screw & Washer 4 59 102 2213 | Split Ring 1
9 102 2293 | Retainer 1 60 102 2290 | Snap Ring 1
10 102 2294 | Gasket 1 61 102 2286 | Third Speed Gear 1
11 102 2125 | Bearing (Rear) 1 62 102 2214 | Shim (thin) as required
12 102 2292| Bearing Race 1 62 102 2215| Shim (thick) as required
13 102 2321 | Thrust Bearing 1 63 *102 2285| Synchro. Clutch Gear 1
14 102 9358 | Filler Plug 1 63 102 2395 Synchro. Clutch Gear 1
15 102 2135| Screw & Washer 6 64 *102 2060 | Snap Ring (thin) 1
16 102 2013 | P.T.O. Cover 1 64 |*102 2061 | Snap Ring (med.) 1
17 102 2009 | Gasket 1 64 (*102 2062 | Snap Ring (thick) 1
18 102 9127 | Drain Plug (Magnetic) 1 64 *102 2066 | Snap Ring (ex. thick) 1
19 102 2276| Transmission Case 1 65 102 2216| Synchro. Sliding Clutch 1
20 102 2126 | Bearing (front) 1 66 660 4025| Low & Second Rail 1
21 102 2284 | Snap Ring 1 67 660 4003 | Third & Direct Rail 1
22 102 2354 | Pilot Bearing Washer 1 68 102 2310| Fork (Low & Second) 1
23 102 2319| Pilot Bearing Roller 14 69 102 2305| Fork (Reverse) 1
24 *102 2272 | Main Drive Gear (short) 1 70 102 2217 | Pin 5
6 cyl. 71 102 2306 | Lug (Low & Second) 1
24 *101 2016 | Main Drive Gear (long) 1 72 102 2304 | Fork (Third & Direct) 1
V-8 cyl. 73 102 2224 | Insert (Third & Direct) 1
25 *105 4019 | Drive Gear Bearing 1 73 102 2311 | Insert Second & Low) 1
26 *102 2282 Oil Slinger 1 74 102 2346 | Plunger 1
27 *102 2278| Snap Ring (thin) 1 75 102 2020| Spring 1
27 *102 2279| Snap Ring (med.) 1 76 102 2225| Reverse Lug 1
27 *102 2280| Snap Ring (thick) 1 77 102 2344| Snap Ring 1
27 *102 2281 | Snap Ring (ex. thick) 1 78 102 2198| Spring 3
28 *102 2277 | Gasket 1 79 102 2128 | Screw & Washer 6
29 *102 2271| Bearing Retainer 1 80 101 2018| Transmission Cover 1
30 102 2129} Retainer Screw 4 (Standard)

- 31 102 2340 | Screw & Washer 4 81 | 660 4002| Reverse Rail 1
32 102 2022 | Speedometer Gear 1 82 102 2360| Plug 1
33 105 4019 | Rear Bearing 1 83 102 2015| Plunger 2
34 102 2300| Gasket 1 84 102 2017 | Pin 1
35 102 2355| Washer 1 85 102 9011| Ball 3
36 |T102 2392| Thrust Bearing 1
37 |T102 2391| Main Drive Gear

j (long V-8 cyl.) 1
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‘“*STEERING & BRAKE'’

) l}\]E(:)F CNAO’I:. DESCRIPTION QUANTITY RNEOF CNAO’I;' DESCRIPTION QUANTITY

s 1 608 0032 |Differential Cover 1 20 608 0041 | Stiffener 1
2 300 0041 |Bolt 24 21 606 0007 | Brake Lever Sector 2
3 392 0022 |Lock Washer 24 22 414 0002 | Handle Grip 2
4 670 0804 |Gasket 1 23 606 0009 | Steering & Brake Lever 2
5 380 6030 |Nut 2 24 371 0011 | Cotter Pin 2
6 606 0002 |Nut 2 25 606 0010 | Pin 2
7 108 7003 |Filler Plug 1 26 114 0033 | Hair Pin 2
8 300 0009 | Bolt 2 27 606 0036 | Packing Felt 2
9 606 0003 |Plate 2 28 660 8003 | Bolt 2
10 380 6019 |Nut 2 29 660 8007 | Bolt 1
11 606 0013 |Yoke 2 30 608 0018 | Bearing Adjuster 2
12 371 0031 |Cotter Pin 2 31 300 0154 | Bolt 2
13 607 0028 |Brake Band 2 32 608 0039 | Differential Carrier 1

14 606 0019 |Pin 2 33 670 0807 | Gasket 1

: 15 606 0022 |Pin 2 34 108 7008 | Plug 1

16 606 0006 |Brake Lining 2 35 399 8004 | Lock Washer 16
17 390 5001 |Rivets 66 36 300 0085 | Bolt 16
18 380 6028 |Nut 3 681 0006 | Brake Band & Lining Ass’y 2
19 392 0028 | Lock Washer 2
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DIFFERENTIAL ASS'Y (1)

12

13-

14—
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10 111 8
REF. | CAT . REF.| CAT.
O, o DESCRIPTION QUANTITY || "\ o, DESCRIPTION QUANTITY
1 681 0005 |Differential Ass’y 1 13 608 0005 |Shim (0.005) as required
2 608 0002 |Steering Brake Drum 2 13 608 0006 |Shim (0.010) as required
3 309 8008 |Brake Drum Bolt 12 13 608 0009 |Shim (0.015) as required
4 389 8004 | Brake Drum Nut 12 13 608 0063 |Shim (0.020) as required
5 105 0025 | Bearing Cup 2 13 608 0007 |Shim (0.036) as required
6 105 0024 |Bearing Cone 2 14 105 0028 |Bearing Cup 1
7 608 0018 |Bearing Adjuster 2 15 105 0029 |Bearing Cone 1
8 103 1002 |Crown Gear & Pinion 1 16 106 3002 |Oil Seal 1
9 309 8018 |Crown Gear Bolt 12 17 103 1004 |Pinion Flange 1
10 105 0026 | Bearing Cup 1 18 608 0008 |Locking Washer 1
11 105 0027 | Bearing Cone 1 19 660 8006 |Pinion Flange Bolt 1
12 608 0003 |Drive Pinion Sleeve 1 20 392 0035 |Lockwasher 1
13 608 0004 |Shim (0.003) as required
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DIFFERENTIAL ASS'Y (2)

};IEOF' iAOT_' DESCRIPTION QuanTITy || N G DESCRIPTION QUANTITY
1 608 0017 |Side Case (R.H.) 1 10 608 0024 | Axle 2
1 105 6007 |Center & Side Case Bushing 4 11 608 0028 | Spacer 1
2 608 0019 |Dowell Pin 6 12 114 0163 | Thrust Washer 6
3 105 6003 |Pinion Gear Bushing (Large) 6 13 608 0030 | Case (L.H.) 1
4 114 0162 |Thrust Washer 6 14 309 8015 | Case Bolt 6
5 608 0026 |Pinion Gear 6 15 381 2028 | Nut 6
6 608 0015 |Planetary Gear 6 16 608 0013 | Thrust Washer 2
7 391 0036 |Washer 6 17 608 0011 | Gear 2
8 389 8008 |Nut 6 18 105 6001 | Brake Drum Gear Bushing 4
9 105 6002 |Bushing (Small) 6
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CLUTCH

RNEOIT' CNAOT_‘ DESCRIPTION QUANTITY ‘}\]EOF. ) %%T_' DESCRIPTION QUANTITY
1 670 0901 | Pedal Pad 1 6 609 0009 | Rod (V-8) 1
2 617 0136 | Foot Rest (L.H.) 1 7 609 0017 | Lever 1 i
3 609 0003 | Pedal 1 8 609 0014 | Spring 1 :
4 300 0153 | Bolt 1 9 609 0015 | Bracket 1 J o
5 371 0011 | Cotter Pin 2 10 391 0023 { Washer 1 :
6 609 0011 | Rod (6 cyl.) 1 11 300 4040 | Bolt 1
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CLUTCH (6 & 8)

REF. CAT. . REF. CAT.

NO. NO. DESCRIPTION QUANTITY NO. NO. DESCRIPTION QUANTITY
1 102 6005 | Disc. 1 16 101 4005 | Spring 12
2 102 6009 | Plate (6 cyl.) 1 17 102 6059 | Fork (only) 1
3 Spring 1 17 102 6061 | Fork & Spring 1
4 102 6009 | Cover with Plate 1 18 102 6007 | Spring
5 102 6029 | Bearing with Sleeve 1 19 102 6029 | Bearing with Sleeve 1
6 102 6007 | Spring 1 20 Spring 1
7 Bushing - 21 102 6004 | Key (with item 6) 1
8 102 6059 | Fork 1 102 6062 | Clutch Release Lever 1
9 102 6060 | Bushing 1 Package consist of:

10 - | 102 6042 | Flange with Bushing 1 1- Lever

11 102 6006 | Bearing W/O Sleeve 1 1- Pin

12 Strut - 1—~ Spring
13 Lever Package - 1— Strut

14 Eye Bolt with Nut - 1- Eye Bolt
15 Pin ' - 1— Nut
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THROTTLE
B
7
)
J
8
J
REF.| CAT. REF. | CAT.
NO. NO. DESCRIPTION QUANTITY || 1. 0. DESCRIPTION QUANTITY S
1 610 0016 | Pedal Pad 1 8 | 610 0043 | Lever (V-8) 1
2 617 0131 | Foot Rest (R.H.) 1 9 | 371 0002 | Cotter Pin 1
3 610 0003 | Pedal 1 10 | 610 0044 | Lever Rod 1
4 371 0011 | Cotter Pin 1 11 | 101 3001 | Ball Joint 1
5 610 0006 | Rod (6 cyl.) 1 12 610 0010 | Spring 1 '
5 | 610 0008 | Rod (V-8) 1 13 | 610 0012 | Swivel 1
6 380 6019 | Nut 2 14 101 8005 | Clip 1 \
7 371 0002 | Cotter Pin 1 15 | 114 0145 | Flexible Control Choke 1
8 610 0011 | Lever 1 16 114 0145 | Choke Housing 1
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PROPELLER

SHAFT

REF. CAT. REF. CAT.

NO. NO. DESCRIPTION QUANTITY NO. NO. DESCRIPTION QUANTITY
1 300 0124 | Bolt 4 10 103 0061 | Washer 1
2 392 0026 | Lockwasher 4 11 103 0060 | Dust Cap 1
3 380 6026 | Hex. Nut 4 12 103 0062 | Shaft Ass’y 1
4 103 0009 | Campanion Flange 1 13 103 0029 | *“U”’ Bolt 2
5 103 0047 | Snap Ring 8 14 392 0024 | Lock Washer 4
6 103 0007 | Journal & Bearing Kit 2 15 380 6024 |Hex. Nut 4

(with Snap Ring) 16 611 0006 | Cover (6 cyl.) 1
7 103 0013 | Yoke 1 16 611 0005 | Cover (V-8) 1
8 108 2005 | Grease Fitting 1 17 103 0003 | Propeller Shaft Ass’y 1
9 103 0059 | Dust Seal 1
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ENGINE INTERNAL PARTS (251 cu. in.) (6 Cyl.)

REF. CAT. REF. CAT.
NO. NO. DESCRIPTION QUANTITY | yo. NO. DESCRIPTION QUANTITY
1 102 9107 | Ring Set Std. 1 33 102 9404 | Bearing (Connecting Rod) 6
1 102 9108 | Ring Set (0.020) 1 0.010 (6 per Set)
1 102 9123 | Ring Set (0.030) 1 34 102 9046 | Cap #2 1
1 102 9396 | Ring Set (0.040) 1 35 102 9046 | Cap #3 1
2 102 9305 | Bearing #4 Std. 1 36 102 4047 | Nut 12
2 102 9307 | Bearing #4 (0.001) 1 37 102 9026 | Tube 1
2 102 9309 | Bearing #4 (0.002) 1 38 102 9405 | Clip 1
2 102 9311 | Bearing #4 (0.010) 1 39 102 0015 | Seal 1
2 102 9313 | Bearing #4 (0.012) 1 40 102 9276 | Sprocket 1
3 102 0029 | Oil Seal Package 1 41 102 9374 | Crankshaft 1
4 102 9328 | Valve (Exhaust) 6 42 102 9406 | Tube 1
5 102 9091 | Valve (Intake) 6 43 102 9348 | Bolt 12
6 102 9052 | Seat 6 44 102 9102 | Bushing 6
7 102 9023 | Guide (Std.) 12 45 102 9014 | Lock Wire 12
8 102 9397 | Spring 12 46 102 9021 | Pin STD 6
9 102 9019 | Retainer 12 46 102 9015 | Pin (0.003) 6
10 102 9020 | Lock 12 46 102 9016 | Pin (0.008) 6
11 102 9344 | Screw 12 47 102 9156 | Piston (Std.) 6
12 102 9063 | Tappet (Std.) 12 47 102 9105 | Piston (0.005) 6
12 102 9398 | Tappet (0.008) 12 48 102 9103 | Connecting Rod 6
; 12 102 9399 | Tappet (0.030) 12 49 102 9035 | Cap 1
13 102 9387 | Cam Shaft 1 50 102 9129 { Spring (Std.) 1
14 102 0029 | Oil Seal Package 1 51 102 9036 | Gasket 1
15 102 9194 | Gasket (R.H.) | 52 102 9407 | Plunger 1
15 102 9195 | Gasket (L.H.) 1 53 102 9002 | Bushing 1
16 102 9094 | Cap #4 1 102 9120 | Engine Gasket Package: 1
17 102 9400 | Bearing #1 Journal 1 1— Gasket-Fuel Pump
17 102 9401 | Bearing #2 Journal 1 Flange
17 102 9402 | Bearing #3 Journal 1 1— Gasket-Vent Output
18 102 9008 | Key 1 6~ Gasket-Spark Plug
19 102 9346 | Screw & Washer 10 1- Gasket (cyl. Head)
20 102 9025 | Plate 1 2— Gasket-Valve Spring
21 102 9112 | Seal 2 Cover
22 102 9126 | Plate 1 4~ Gasket-Valve & Spring
23 102 9093 | Hub 1 Cover Screw
= 24 102 9277 | Sprocket 1 102 9155 | Rear Bearing Oil Seal 1
25 102 92342 | Screw & Washer 10 Package:
26 102 9047 | Cap #1 1 2— Seal Retainer Ass’y
27 102 9297 | Bearing #1-2-3 (Std.) 3 1— Seal Package
27 102 9306 | Bearing #1-2-3 (0.001) 3 102 0015 | Chain Case Cover Qil Seal 1
: 27 102 9308 | Bearing #1-2-3 (0.002) 3 Package:
27 102 9310 | Bearing #1-2-3 (0.010) 3 1— Seal
27 102 9312 | Bearing #1-2-3 (0.012) 3 1~ Gasket
28 162 9275 | Chain 1 102 0012 | Valve Grind Gasket 1
29 Pulley 1 Package:
30 102 9001 | Key 1 1— Gasket-Cyl. Head
31 102 9403 | Dower 2 1— Gasket-Water Outlet
32 102 9103 | Cap (with Connecting Rod) 6 1— Gasket-By Pass
33 102 9314 | Bearing (Connecting Rod) 6 2— Gasket-Valve Spring
Std. (6 per Set) Cover
33 102 9315 | Bearing (Connecting Rod) 6 4— Gasket-Valve Spring
0.001 (6 per Set) Cover
33 162 9316 | Bearing (Connecting Rod) 6 Stud Nut
0.002 (6 per Set) 1— Gasket-Thermostat
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ENGINE (EXTERNAL PARTS) 6 cyl. (251 po. cu.)

45 102 9352
46 102 9492
47 102 9079
48 102 9083
49 102 9147

50 102 9069
51 102 1010
52 102 1006

53 102 8142
54 102 9135

Plug

Screw & Washer
Strainer

Cover

Pump

Gasket
Thermostat
Shield

Starter
Flywheel

1
as required

1

ok ekt e ek ek

Jet

1 — Gasket Needle Seat

1 — Step-up Piston

1 — Step-up Jet

1 — Gasket Main Body

1 — Gasket Body Flange

1 - Gasket Throttle Shaft
Housing

1 — Gasket Main Vent
Plug

RNEOF CNAOT:' DESCRIPTION QUANTITY };%F %%T DESCRIPTION QUANTITY
1 102 9153 | Filter 1 55 102 6005 | Disc. (1177) 1
2 Tube 1 56 102 6009 | Cover with Plate 1
3 102 9188 |Indicator 1 57 102 6006 | Bearing with Sleeve 1
4 Screw 1 58 102 6007 | Spring 1
5 Tube 1 59 102 9493 | Pipe 1
G 102 9086 | Elbow 1 60 Screw 1
7 102 9082 | Gasket 1 61 Washer 1
8 102 8115 | Coil 1 62 102 9494 | Gasket 1
] 102 9499 | Thermostat 1 63 102 1013 | Manifold 1
10 101 9008 | Gasket 1 64 102 0003 | Gasket 1

11 102 9114 | Head 1 65 102 1013 | Manifold 1
12 102 9125 | Gasket 1 66 102 1007 | Gasket 1
13 Tube 1 67 102 8064 | Spark Plug 6
14 Chamber 68 102 8184 | Cable Set 1
15 102 8052 | Distributor 1 69 102 3073 | Filter (Fuel) Ass’y 1
16 102 9228 | Air Cleaner 1 70 102 3064 | Carburator 1
17 102 9143 | Pipe 1 71 102 9495 | Bracket 1
18 102 8052 |Plate (with item 15) 1 72 102 3045 | Air Cleaner 1
19 Strap 1 73 102 0003 | Intake Manifold Gasket 1

20 102 8161 | Alternator 1 Package:

21 661 5002 | Bracket 1 1— Gasket (Manifold

22 162 9463 | Gasket 1 Center)

23 102 9115 | Water Pump Package 1 4— Gasket (Manifold End)

24 102 9056 | Pulley 1 102 9099 | Oil Pan Gasket Package: 1

25 661 6003 | Fan 1 1— Gasket

26 102 9116 | Pulley 1 1~ Gasket

102 9117 | Pulley 2— Gasket

27 102 9149 | Washer 1 1—- Gasket

28 102 9130 | Screw 1 102 0022 | Carburator Repair Package: 1

29 102 9379 | Cover 1 1— Flange Gasket

30 102 9133 | Gasket 1 1—- High Speed Passage

31 102 9090 | Plate 1 Plug

32 102 9068 | Gasket 1 1~ Step- Up Piston

33 Screw 1 Gasket

34 102 9026 | Tube 1 1— Pump Plunger & Rod

35 102 9403 | Dowel 2 Ass’y

36 102 0003 | Gasket Package 1 1~ Body Gasket

37 102 0003 | Gasket Package 1 1—- Body Flange Gasket

38 102 3117 | Shield 1 1~ Idle Orifice & Plug

39 102 3025 | Gasket 1 Ass’y

40 102 3118 | Pump 1 1— Main Vent Tube &

41 102 9354 | Nipple 2 Plug Ass’y

42 102 9051 | Pipe Ass’y 1 102 3054 | Carburator Gasket Package: 1

43 102 9099 | Gasket Set Package 1 1 — Gasket Flange

44 102 9163 | Pan 1 1 — Gasket Main Steering
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ENGINE INTERNAL PARTS (318 cu. in.)
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.

ENGINE INTERNAL PARTS (318 cu. in.)

REF | CAT. DESCRIPTION QUANTITY | REF.| CAT. DESCRIPTION QUANTITY
NO NO. NO. NO.
1 102 9408 | Shaft 2 28 102 9155 | Oil Seal 1
2 102 9409 | Spring 8 29 102 9288 | Retainer 1
3 102 9139 | Screw 16 30 102 9289 | Body 1
4 102 9330 | Rocker (Intake) 8 31 102 9190 | Disc. 1
4 102 9327 | Rocker (Exhaust) 8 32 Spring -
5 102 9017 | Lock (Intake) 16 33 102 9192 { Retainer 1
5 102 9201 | Lock (Exhaust) 16 34 102 9439 | Bushing 1
6 102 92181 Retainer 16 35 102 9440 | Pin 1
7 102 9265 | Spring 16 36 102 8155 | Gear & Drive Shaft 1
8 102 9410 | Valve (Exhaust) Std. 8 37 102 9441 { Plug 1
8 102 9411 | Valve (Exhaust) 0.005 8 38 102 9319 | Bearing — Journal #1 1
8 102 9412 | Valve (Exhaust) 0.015 8 38 102 9320 | Bearing — Journal #2 1
8 102 9413 | Valve (Exhaust) 0.030 8 38 102 9321 | Bearing — Journal #3 1
9 102 9264 | Tappet Std. 16 38 102 9322 | Bearing — Journal #4 1
9 | 102 9414 | Tappet 0.008 16 38 | 102 9323 | Bearing — Journal #5 1
9 102 9415 | Tappet 0.030 16 39 102 9442 | Cam Shaft 1
10 102 9416 | Plate 1 40 102 9443 | Bolt 16
11 Spacer 41 102 9272 | Rod 8
12 102 9417 | Sprocket 1 42 102 9444 | Snap Ring 16
13 102 9418 | Eccentric 1 43 102 9445 | Ring Sets (Rebore) Std. 1
14 102 9077 | Washer 1 43 102 9446 | Ring Sets (Rebore) 0.020 1
15 102 9419 | Chain 1 43 102 9447 | Ring Sets (Rebore) 0.040 1
16 102 9420 | Sprocket 1 43 102 9448 | Ring Sets (2 in 1 Chrome) 1
17 102 9421 | Crankshaft 1 Std.
18 102 9324 | Bearing (1-2-4) Std. 3 43 102 9449 | Ring Sets (2 in 1 Chrome) 1
18 102 9422 | Bearing (1-2-4) 0.002 3 0.020
18 102 9423 | Bearing (1-2-4) 0.010 3 43 102 9450 | Ring Sets (2 in 1 Chrome) 1
18 102 9383 | Bearing (#3) Std. 1 0.040
18 102 9424 | Bearing (#3) 0.002 1 44 102 9214 | Bushing 8
18 102 9425 | Bearing (#3) 0.010 1 45 102 9267 | Valve (Intake) Std. 8
18 102 9373 | Bearing (#5) Std. 1 45 102 9451 | Valve (Intake) 0.005 8
18 102 9426 | Bearing (#5) 0.002 1 45 102 9452 | Valve (Intake) 0.015 8
18 102 9427 | Bearing (#5) 0.010 1 45 102 9453 | Valve (Intake) 0.030 8
19 102 9428 | Cap #1-2-4 3 46 102 9454 | Pin Std. 8
19 102 9429 | Cap #3 1 46 102 9455 | Pin 0.003 8
19 102 9430 | Cap #5 1 46 102 9456 | Pin 0.008 8
20 102 9431 | Screw (3-1/8’") 10 47 102 9457 | Piston & Pin Std. 8
20 102 9432 | Screw (2-7/8"") 10 47 102 9458 | Piston & Pin 0.005 8
21 162 9433 | Bearing Package Std. 8 47 102 9459 | Piston & Pin 0.020 8
21 102 9434 | Bearing 0.001 1 47 102 9460 | Piston & Pin 0.040 8
21 102 9435 | Bearing 0.002 8 48 102 9222 | Shield (Intake) 8
21 102 9436 | Bearing 0.010 8 48 102 9461 | Shield (Exhaust) 8
22 102 4047 | Nut 16 49 | 102 9227 | Rod 16
23 102 9272 | Cap (with Connecting Rod) 8 50 102 9462 | Pin 2
24 102 9437 | Strainer with Pipe 1 51 102 9432 | Screw (Short) 10
25 102 9296 | Pump (Oil) 1 51 102 9464 | Screw (Long) 10
26 102 9438 | Gasket 1 52 102 9465 | Key (Crank Sprocket) 1
27 | 102 9431 | Screw & Washer (3-1/8"") 10 53 | 102 9466 | Key (Sprocket) 1
27 102 9432 | Screw & Washer (2-7/8") 10

BOMBARDIER LTD. — VALCOURT, QUE.,, CANADA
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ENGINE EXTERNAL PARTS (318 cu. in.)

Mo | S DESCRIPTION quanTrty | o | o DESCRIPTION QUANTITY
1 102 3079 |Air Cleaner 1 55 102 8162 | Alternator 1
2 101 9006 |Gasket 1 56 626 0145 | Bracket 1
3 102 9359 |Elbow 1 57 102 9485 | Shield 1
4 102 3092 |Carburator Ass’y 1 58 102 8158 | Pulley i
5 110 0023 |Temp. Gauge 1 59 102 9469 | Manifold 1
6 102 9368 | Thermostat (180°) 1 60 102 1018 | Gasket (Right) 1
7 102 3094 |Gasket 1 61 102 9280 | Gasket 2
8 101 9008 | Gasket 1 62 102 8215 | Spark Plug 8
9 102 8152 |Brackert 1 63 102 9215 | Head 2
10 102 9467 |Nipple 2 64 102 9124 | Gasket 1
11 102 9468 |Manifold (Intake) 1 65 102 9385 | Cover 1
12 102 9266 |Air Cleaner 1 66 102 8152 | Bracket 1
13 102 9385 |Cover 1 67 102 8176 | Cable Set 1
14 102 9124 | Gasket 1 68 102 8051 | Base 1
15 102 9215 |Head 2 69 102 9479 | Hose (sold by inch) as required
16 102 1018 |Gasket (L.H.) 1 70 102 8051 | Distributor 1
17 102 9469 |Manifold (L.H.) 1 71 102 8123 | Resistor
18 102 9280 |Gasket 2 72 609 0015 | Bracket 1
19 102 9213 | Gasket 1 73 Choke

20 102 9302 |Strap 1 74 102 8115 | Coil 1

21 102 9470 |Water Pump 1 75 615 0036 | Wire 1

22 102 9471 |Plug 1 76 110 0014 | Pressure Gauge 1

23 102 9467 |Nipple 2 77 102 1021 | Gasket Package (Intake 1

24 Hub 1 Manifold)

25 102 9331 |Indicator 1 78 102 9486 | Indicator 1

26 102 9186 |Pulley 1 79 102 9487 | Tube 1

27 102 9473 |Screw 1 80 102 1021 | Gasket Package (Intake 1

28 102 9149 |Washer 1 Manifold)

29 102 9472 |Pulley (Double) 1 102 0035 | Carburator Gasket Package: 1

30 102 9474 | Gasket 1 1— Flange Gasket

31 102 9475 |Cover 1 1— Air Horn Gasket

32 102 9476 |Screw & Washer 1 2— Metering Jet Plug

33 102 9212 | Oil Seal 1 Gasket

34 102 3085 |Gasket 1 1—- Power by-pass Jet

35 102 3097 {Fuel Pump Ass’y 1 Gasket

36 613 0029 |{Fuel Line 1 1— Pump Discharge

37 102 9437 |Strainer with Pipe 1 Nozzle Gasket

38 102 9269 |Gasket Set 1 1— Main Body Gasket

39 102 9269 | Gasket Set 1 1— Float Needle Valve

40 102 9477 |Pan 1 Seat Gasket

41 102 9478 | Oil Slinger 1 102 0036 | Carburator Zip Kit 1

42 102 3116 |Filter 1 1- Needle & Seat Ass’y

43 102 9480 |Block 1 1— Pump Piston

44 102 3087 |Hose 2 1~ Gasket Pump

45 102 9296 | Pump 1 Discharge Nozzle

46 102 9300 |Filter Ass’y 1 1— Gasket Power by-pass

47 102 8137 |Starter 1 Jet

48 102 9269 | Gasket 1 2~ Gasket Metering Jet

49 102 9481 | Cover 1 Plug

50 102 9482 | Flywheel 1 1— Gasket — Air Horn

51 Extension 1 1— Gasket Main Body

52 102 9483 | Pan 1 1— Flange Gasket

53 102 6052 |Housing 1 1— Float Gauge

54 102 9484 | Pipe Outlet with Air Cleaner 1
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OIL PUMP (251 cu. in.)

RE S DESCRIPTION Quantity| REF | Qb DESCRIPTION QUANTITY
1 102 9006 | Pin 1 10 102 0031 | Gasket Package Contains: 1
2 102 9028 | Gear 1 Gasket Oil Pump Body 1
3 102 9069 | Gasket 1 Seal Oil Pump Body 1
4 102 9148 | Body 1 Gasket Oil Pump Cover 1 3
5 102 9369 |Shaft (& Rotor Package) 1 (Small) ;
6 102 9369 | Rotor (& Shaft Package) 1 Gasket Oil Pump Cover 1 ;
7 |102 9395 |Pin 1 (Large) b
8 102 9136 | Gasket 1 11 102 9147 | Oil Pump Ass’y
9 102 9083 | Cover 1
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OIL PUMP (318 cu. in.)

REF. CAT. REF. CAT.
NO. NO. DESCRIPTION QUANTITY || yo. NO. DESCRIPTION QUANTITY
1 102 9440 |[Cotter Pin 7 Screw
2 102 9296 |Body 8 102 9490 |Cap
3 |102 8155 |Shaft & Rotor 9 |102 9189 |Spring
4 102 9488 |Rotor 10 102 9491 | Plunger
5 102 9136 |Gasket 11 102 9437 |Strainer with Pipe
6 102 9489 |Cover 12 102 9296 |Oil Pump Ass’y
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MOTOR SUPPORT

%

I;IEOF' CNAOT' DESCRIPTION QUANTITY }}\]EOF CNAOFJ:—. DESCRIPTION QUANTITY
1 300 0131 | Bolt 2 8 300 4153 | Bolt 4
2 661 2006 | Spacer 2 9 380 6026 | Nut 4
3 670 1203 | Rubber Spacer 2 10 612 0010 | Bracket (L.H.) 1
4 661 2005 | Insulator 2 11 670 1204 | Rear Insulator Rubber 2
5 612 0023 | Washer 2 12 612 0025 | Rear Insulator Plate 1
6 612 0011 | Bracket (R.H.) 1 13 300 0087 | Bolt 2
7 392 0028 | Lockwasher 4 14 387 2024 | Nut 2

BOMBARDIER LTD. - VALCOURT, QUE., CANADA
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REF. CAT. REF. CAT.
oy O, DESCRIPTION QUANTITY| ‘N No. DESCRIPTION QUANTITY
1 613 0001 | Fuel Outlet & Elbow 1 7 670 1301 | Filler Neck Insulator 1
2 107 6001 | Fuel Line 1 8 613 0014 | Strap 2
3 108 0001 | Elbow 1 9 321 6105 | Bolt 2
4 321 6061 | Screw 5 10 392 0019 | Lockwasher 2
5 110 0006 | Fuel Gauge 1 11 613 0041 | Pad 2
6 114 0010 | Cap 1 12 613 0031 | Tank 1
BOMBARDIER LTD. — VALCOURT, QUE., CANADA
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MUFFLER

CAT.

I;EOF.. NO. DESCRIPTION QUANTITY %\]%F (i\]AOT.“ DESCRIPTION QUANTITY
1 380 6019 | Hex. Nut 1 5 614 0007 | Muffler (6 cyl.) 1
2 392 0019 { Lockwasher 1 6 389 8002 | Hex. Nut 2
3 300 0001 | Bolt 1 7 102 1005 | Gasket 1
4 614 0004 | Extension Pipe (6 cyl.) 1 8 300 0126 | Bolt 2
4 614 0037 | Extension Pipe (V-8) 1 9 614 0006 | Muffler (V-8) 1
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DISTRIBUTOR (6 cyl.)

REF. CAT. REF. CAT.

NO. NO. DESCRIPTION QUANTITY || o NO. DESCRIPTION QUANTITY
1 102 8012 [Cap 1 11 102 8209 |Oiler 1
2 102 8012 |Spring & Contact 1 12 Spring Set 1
3 102 8043 |Rotor 1 13 102 0024 | Weight 1
4 Screw & Washer 1 14 Bearing-Washer-Pin 1
5 102 8047 |Condenser 1 15 102 8017 | Spring & Clip 1
6 102 8006 |Contact Set 1 16 Washer & Bearing 1
7 Lock Ring 1 17 Lead 1
8 102 8214 {Plate 1 18 102 8052 | Shaft (with item 19) 1
9 102 8212 |Felt & Snap Ring 1 19 102 8052 | Distributor Ass’y 1
10 102 8052 |Cam & Stop Plate 1

(with item 19)

BOMBARDIER LTD. — VALCOURT, QUE.,, CANADA
PRINTED IN CANADA 15 - 1 JANUARY 1968 — IBM CODE 180 1004



ELECTRICAL
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=

ELECTRICAL

A DESCRIPTION ouantity || N | SGn DESCRIPTION QUANTITY
1 615 0021 |Headlight Ring 2 32 363 0121 | Metal Screw 2
2 321 6063 |Bolt 2 33 102 8159 | Voltage Regulator 1
3 385 1013 |Nut 2 34 320 1060 | Bolt 1
4 110 6029 |Sealed Beam 2 35 109 4002 | Wiring Harness 1
b) 109 1001 |Connector 2 36 615 0023 | Wiring Support Tube 1
6 110 9021 |Clip 4 37 300 0041 | Bolt 1
7 109 0007 |Snap Plug 4 38 392 0022 | Lockwasher 1
8 360 4081 |Carriage Bolt 2 39 380 6022 | Nut 1
9 107 9005 | Grommet 2 40 110 3002 | Battery (12 Volts) 1
10 615 0020 |Headlight Housing 2 41 109 5003 | Ground Wire (with 1
11 615 0012 |Headlight Seat 2 Fasteners)

12 670 1501 |Rubber Washer 2 42 109 5002 | Battery Cable (with 1
13 391 0025 |Flat Washer 2 Fasteners) '
14 385 1024 |Nut 2 43 615 0045 | Wire (Ign. Switch to Hour 1
15 110 1013 |Heater Switch 1 Meter)
16 110 1002 |Wiper Switch 1 44 109 5011 | Wire (Circuit Breaker to 1
17 110 1002 |Headlight Switch 1 Ign. & Starter Switch)
18 110 0011 |Oil Gauge 1 45 109 5013 | Wire (Circuit Breaker to 1
19 410 5005 |Bulb 2 Ammeter)
20 321 7061 |Bolt 4 46 109 5014 | Wire (Temp. Gauge to Oil 1
21 385 7013 {Nut 4 & Fuel Gauge)
22 110 0003 |Fuel Gauge 1 47 109 5015 | Wire (Ign. Switch To Wiper 1
23 110 9001 |Circuit Breaker 1 Switch)
24 392 0014 |Lockwasher 4 48 109 5020 | Wire (Ign. Switch to Heater 1
25 109 5009 |Wire (Heater Switch 1 Switch)

to Heater) 49 109 5008 | Wire (Circuit Breaker to 1
26 110 0029 |Hour Meter 1 Light Switch)
27 615 0044 |Hour Meter Adapter 1 50 615 0046 | Wire (Hour Meter to Ground) 1
28 110 0019 |Temperature Gauge 1 51 109 5010 | Wire (Light Switch to 1
29 110 0016 |Ammeter Gauge 1 Headlights)
30 110 1003 |Starter Button 1 52 615 0033 | Wire (Lights to Ground) 1
31 110 1001 |Ignition Switch 1
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DISTRIBUTOR (V-8)

RNEOF' CNAO’I;' DESCRIPTION QUANTITY RNEOIT' %AOT DESCRIPTION QUANTITY
1 102 8129 | Cap 1 12 Collar & Pin 1
2 102 8203 | Rotor 1 13 102 8207 | Bearing & Washer 1
3 102 8204 | Braker Plate 1 14 102 8051 | Base 1
4 102 -8205 | Cam with Plate 1 15 102 8210 | Spring & Cap Hinge Package 1
5 Spacer 1 16 102 8207 | Washer 1
6 102 8206 | Spring 1 17 102 8211 | Governor Weight 1
7 102 8051 | Governor 1 18 102 8212 | Felt & Snap Ring 1
8 102 8051 | Shaft 1 19 102 8157 | Contact Set 1
9 102 8207 | Bearing 1 20 102 8154 | Condenser 1
10 102 8208 | Vacuum Control 1 21 102 8213 | Lead 1
11 102 8209 | Oiler 1 22 102 8051 | Distributor Ass’y 1
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ALTERNATOR (6 & 8 cyl.)

};EOET CNAOI;. DESCRIPTION QUANTITY }E%F %%T DESCRIPTION QUANTITY
1 | 102 8192 | Shield 1 12 | 102-8198 | Rotor ) 1
2 Insulator 1 13 102 8186 | Retainer 1
3 102 0033 | Nut-Washer-Bushing 3 14 102 8185 | Bearing 1
4 102 8187 | Bearing 1 15 102 8199 | Screw 3
5 102 8193 | Screw 2 16 102 8158 | Pulley (V-8) 1
6 102 8189 | Brush Package 1 16 102 8160 | Pulley (6 cyl.) 1
7 102 8194 | Holder 1 17 102 8188 | Shield
8 102 8195 | Insert 1 18 102 0033 | Capacitor & Bolt 3
9 102 8196 | Starter 1 19 102 8201 | Hent Sink 1
10 102 8190 | Rectifier Positive 3 20 102 8202 | Spacer 1
10 102 8191 | Rectifier Negative 3 21 102 8161 | Alternator Ass’y (6 cyl.) 1
11 102 8197 | Slip Ring & Retainer Washer 1 22 102 8162 | Alternator Ass’y (8 cyl.) 1
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STARTER
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STARTER (6 cyl.)

RNE;' (;IAO'Ij' DESCRIPTION QUANTITY %}EOP:' %AO’I_‘. DESCRIPTION QUANTITY
1 Bearing 1 10 102 8132 | Brush Set 1
2 Housing 1 11 Spring Package 1
3 102 8092 |Bendix 1 12 102 0025 |Holder Package 1
4 102 8216 |Bearing with Plate 1 13 Washer-Nut (comes with 17) 1
5 102 8217 |Washer Package 1 14 Frame 1
6 102 8139 |Armature 1 15 Coil 1
7 Bolt 1 16 102 8142 | Pole Shoe 1
8 102 8118 |Head 1 17 102 8142 |Starter Ass’y (with 1
9 102 8217 |Washer Package 1 Fasteners)

STARTER (V-8)

REF CAT. REF. | CAT.

NO. NO. DESCRIPTION QUANTITY NO. NO. DESCRIPTION QUANTITY
1 102 8218 |Bearing 1 11 Spring 1
2 102 8138 {Housing 1 12 102 0025 |Holder 1
3 102 8120 |Bendix 1 13 102 8219 |Washer & Nut (comes with 1
4 102 8216 |Bearing with Plate 1 item 17)

5 102 8217 |Washer 1 14 102 8137 | Frame 1
6 102 8119 |Armature 1 15 102 8135 |Coil 1
7 102 8074 |Bolt 1 16 102 8137 | Pole Shoe 1
8 102 8118 |Head 1 17 102 8137 |Starter Ass’y (with 1
9 102 8217 {Washer 1 Fasteners)

10 102 8132 |Brush 1
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COOLING

REF. CAT. REF. CAT.
oy NG DESCRIPTION QUANTITY | ‘v 0. DESCRIPTION QUANTITY
1 114 0014 | Radiator 1 5 670 1601 | Radiator Bushing 1
1 114 0025 | Tropical Radiator 1 6 108 8002 | Hose Clamp 4
2 114 0011 | Cap 1 7 107 4004 |Hose (6 cyl.) 2
3 108 8001 | Hose Clamp 2 7 107 4001 |Hose (V-8) 2
4 616 0042 | Hose (6 cyl.) 1 8 616 0003 | Metal Hose 1
4 616 0045 | Hose (V-8) 1
BOMBARDIER LTD. — VALCOURT, QUE. CANADA
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WATER PUMP (251 cu. in.)

7
REF. CAT. REF. CAT.
NO. NO. DESCRIPTION QUANTITY NO. NO. DESCRIPTION QUANTITY
1 102 9497 |Impeller 1 1— Gasket
2 Washer 1- Washer
3 Gasket 1- Pin
4 Body 102 9115 | Water Pump Package 1
5 Hub 1—- Water Pump
6 Shaft with Bearing 1- Gasket
7 Seal 102 0009 | Water Pump Seal Package: 1
102 9100 |Water Pump Repair Package: 1 1— Seal Ass'y
1— Shaft & Bea. Ass’y 1— Washer Seal Retainer
1— Water Thrower 1- Lock Ring
1— Impeller 1- Washer Grease
1— Seal Retainer
1— Washer Seal Retainer 1— Water Pump Seal &
1— Ring Washer
1— Spring 1— Seal Ass’y
1—- Gasket
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WATER PUMP (318 cu. in.)

LN

I}\IEOF' (;II(\)T DESCRIPTION QUANTITY RNEOIT- Cl\?Olj. DESCRIPTION QUANTITY
1 Plug 1— Shaft-Water Pump
2 Gasket 2— Bearing
3 Seal 1— Retaiger
4 Seal Ass’y 1— Impeller
5 Gasket 1— Seal Ass’y
6 Thrower 1— Spacer
7 Shaft 1—- Gasket
8 Hub 1— Washer Seal Retainer
9 Body 102 0009 | Water Pump Seal Package: 1
10 102 9252 |Impeller 1 1— Seal Ass’y
11 Housing 1—- Washer
12 102 9377 |Water Pump Package: 1 1— Lock Ring
1- Water Pump 1~ Washer
1- Gasket 1- Seal & Washer
102 0020 |Water Pump Repair Package:
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BODY

RNEOF' CNAOT' DESCRIPTION QUANTITY{| REF. CN%T DESCRIPTION QUANTITY
1 617 0025 | Engine Cowling (6 cyl.) 1 7 617 0006 | Side Door Right (V-8) 1
1 617 0015 | Engine Cowling (V-8) 1 8 617 0403 | Operator’s Seat (6 cyl.) 1
2 617 0140 | Radiator Shroud (6 cyl.) 1 8 617 0403 | Operator’s Seat (V-8) 1
2 617 0142 | Radiator Shroud (V-8) 1 9 617 0038 | Back Rest Cushion 1
3 617 0012 | Cowling Top Part (6 cyl.) 1 10 617 0007 | Side Door Left (6 cyl.) 1
3 617 0014 | Cowling Top Part (V-8) 1 10 617 0003 | Side Door Left (V-8) 1
4 617 0400 | Support Seat Plate (6 cyl.) 1 11 617 0002 | Top Door (6 cyl.) 1
4 617 0405 | Support Seat Plate (V-8) 1 11 617 0001 | Top Door (V-8) 1
5 617 0127 | Front Plate Transmission 1 12 615 0004 | Battery Bracket (6 cyl.) 1
5 617 0239 | Front Plate Transmission 1 12 615 0002 | Battery Bracket (V-8) 1

(with Heater) 13 110 3002 | Battery 1

5 617 0320 | Front Plate Transmission 1 14 380 6019 | Nut 2
(Front Braden Winch) 15 392 0019 | Lockwasher 2

6 108 8003 | Clamp 2 16 617 0157 | Base Plate 1
7 617 0004 | Side Door Right (6 cyl.) 1 17 300 0006 | Bolt 2

BOMBARDIER LTD. — VALCOURT, QUE., CANADA
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BODY (with Head Protector)

PRINTED IN CANADA
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REF. CAT. REF CAT.
NO. NO. DESCRIPTION QUANTITY NO NO. DESCRIPTION QUANTITY
1 617 0230 |Head Protector 1 4 392 0028 | Lock Washer 8
2 617 0043 |Dash & Fuel Tank Protector 1 5 661 700f | Bolt 4
3 380 6028 |Nut 8 6 300 0153 | Bolt 4
BOMBARDIER LTD. - VALCOURT QUE. CANADA
JANUARY 1968 — IBM CODE 180 1004

5
i
-




BODY (One Man Cab)

IT\IEOF CNAO]?' DESCRIPTION QUANTITY f;IEOF CN%T DESCRIPTION QUANTITY
1 617 0213 | Moulding 2 11 617 0240 | Weather Breaker (L.H.) 1
2 617 0318 | Moulding 2 12 617 0026 | Lower Cab 1
3 111 0001 | Windshield Glass 1 13 617 0029 | Pin 2
4 617 0303 | Moulding (R.H.) 1 14 371 0012 | Cotter Pin 2
4 617 0304 | Moulding (L.H.) 1 15 114 0088 | Lining 1
5 617 0030 | Side Glass 2 16 617 0071 | Spring 1
6 617 0305 | Moulding (R.H.) 1 17 371 0011 | Cotter Pin 2
6 617 0306 | Moulding (L.H.) 1 18 617 0046 | Rod 1
7 617 0041 | Rear Glass 1 19 617 0049 | Friction Disc. 1
8 617 0027 | Upper Cab 1 20 617 0155 | Sleeve 1
9 617 0356 | Extension 1 21 617 0156 | Spring 1
10 617 0174 | Weatherstrip 1 22 391 0025 | Washer 1
11 617 0399 | Weather Breaker (R.H.) 1 23 380 6024 | Nut 2
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BODY (Three Man Cab)
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BODY (Three Man Cab)

o | S DESCRIPTION Quantrty | REF- | G DESCRIPTION QUANTITY

1 617 0242 | Glass Frame 1 18 617 0324 | Cab 1
2 111 0002 | Rear Glass 1 19 617 0372 | Doortite -
3 617 0357 | Cab Extension 1 20 617 0182 | Door Hinge 4
4 111 0003 | Windshield Glass 1 21 617 0181 | Spacer Washer 4
5 107 8001 | Windshield Weatherstrip 1 22 380 6019 | Nut 8
6 617 0184 | Retaining Clip 2 23 681 0032 | Door Handle 2
7 617 0265 | Door Glass Frame (R.H.) 1 24 617 0316 | Door (R.H.) 1
7 617 0267 | Door Glass Frame (L.H.) 1 25 617 0270 | Chain Rubber 2
8 111 1001 | Side Glass 2 26 617 0269 | Chain 2
9 617 0317 | Door (L.H.) 1 27 617 0077 | Seat 2
10 371 0034 | Cotter Pin 4 28 101 4005 | Spring 4
11 114 0072 | Door Pull 2 29 617 0251 | Foot Rest 2
12 111 0007 | Low Side Glass 2 30 300 0044 | Bolt 4
13 107 8001 | Weatherstrip - 31 380 6022 | Nut 8
14 380 7022 | Nut 2 32 517 0023 | Back Rest (Cover Only) 2
15 617 0170 | Rod Retainer Door 2 32 617 0081 | Back Rest with Cover 2
16 617 0196 | Spring 2 33 617 0033 | Operator’s Seat 2
17 617 0044 | Dash 1
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FRONT BRADEN WINCH

V RNEOP:' CNAO];' DESCRIPTION QUANTITY }}\IEOF (I:\I%T DESCRIPTION QUANTITY
1 380 6035 | Nut 4 32 Collars (comes with item 2
2 392 0035 | Lockwasher 4 103 0024
3 624 0234 | Spacer 4 33 380 9024 | Nut 6
4 300 0256 | Bolt 4 34 624 0158 | Driven Shaft 1
5 618 0291 | Support (L.H.) 1 35 662 4017 | Double Sprocket (15 Teeth) 1
6 365 2001 | Set Screw 6 36 624 0227 | Pillow Block Shim 2
7 103 0027 | Universal Joint 2 37 624 0156 | Rod 1
8 623 0046 | Key 4 38 103 4003 | Power Take-Off 1
9 662 4005 | Braden Winch 1 39 662 4018 | Double Sprocket (12 Teeth) 1
10 618 0290 | Support (R.H.) 1 40 112 6003 | Connecting Line
. 11 617 0248 | Guard 1 41 112 1009 | Chain (38 Links) 1
12 380 6019 | Nut 3 42 609 0003 | Pedal 1
13 [ 392 0019 | Lockwasher 3 43 | 670 0901 | Pad 1
14 300 0001 | Bolt 3 44 300 0152 | Bolt 1
15 624 0138 | Bracket 1 45 392 0028 | Lockwasher 1
16 300 0041 | Bolt 1 46 609 0032 | Pedal Extension 1
17 624 0154 | Rod 1 47 372 0091 | Spiral Pin 1
. 18 300 0089 | Bolt 1 48 624 0159 | Driven Shaft 1
: 19 624 0139 | Lever 1 49 114 0020 | Cable Clip 1
20 414 0002 | Handle Grip 1 50 112 5003 | Cable 1
, 21 391 0029 | Washer 4 51 112 8001 | Hook 1
22 392 0028 | Lockwasher 4 52 103 0021 | Joint 4
23 380 6028 | Nut 4 53 103 0023 | Joint Cross (with Snap 2
24 617 0320 | Front Plate Transmission 1 Rings)
25 371 0031 | Cotter Pin 4 54 103 0063 | Snap Ring 8
26 624 0152 | Toggle Lever 1 55 300 0043 { Bolt 1
27 612 0010 | Motor Bracket 1 56 387 2022 | Nut 2
28 103 4005 | Studs 6 57 387 2024 | Nut 1
29 103 4013 | Gasket 1 58 624 0160 | Bolt 4
30 103 4006 | Spacer 1 59 392 0024 | Lockwasher 6
31 103 0024 | Pillow Block (with Collars) 2
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REAR BRADEN WINCH

RNEOF_ CI\?O’I:. DESCRIPTION QUANTITY Rl\]ISC}; CI:?(F)r DESCRIPTION QUANTITY
1 380 6035 | Nut 4 23 624 0152 | Toggle Lever 1
2 392 0035 | Lockwasher 4 24 624 0156 | Rod 1
3 300 0254 | Bolt 4 25 103 4005 | Stud 6
4 112 5003 | Cable 1 26 103 4006 | Spacer 1
5 114 0020 | Cable Clip 1 27 103 4013 | Gasket 1
6 112 8001 | Cable Hook 1 28 103 4003 | Power Take-Off 1
7 112 6603 | Connecting Link - 29 392 0024 { Lockwasher 6
8 112 1008 | Chain 1 30 380 9024 | Nut 6
9 662 4017 | Double Sprocket (15 Teeth) 1 31 617 0075 | Front Plate Transmission 1

10 662 4005 | Braden Winch 1 32 414 0002 | Handle Grip 1
11 392 0028 | Lockwasher 4 33 624 0139 | Lever 1
12 103 0024 | Pillow Block (with Collars) 2 34 387 2024 | Nut 1
13 662 4018 | Double Sprocket (12 Teeth) 1 35 624 0138 | Bracket 1
14 624 0160 | Bolt 4 36 300 0089 | Bolt 1
15 380 6028 | Nut 4 37 300 0041 | Bolt 2
16 365 2001 | Set Screw 6 38 387 2022 | Nut 2
17 624 0158 | Driven Shaft 1 39 103 0063 | Snap Ring 8
18 103 0027 | Joint Ass’y 2 40 103 0021 | Joint 4
19 623 0046 | Key 6 41 103 0023 | Joint Cross (with Snap 2
20 300 0086 | Bolt 1 Rings)

21 371 0031 | Cotter Pin 4 42 624 0159 | Driven Shaft 1
22 624 0176 | Rod 1 43 624 0227 | Pillow Block Shim 2
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BRADEN WINCH (MU5-12F)

REF. CAT. REF. CAT.

NO. NO. DESCRIPTION QUANTITY | . NO. DESCRIPTION QUANTITY
1 Worm Key 1 31 116 3096 | Shifter Fork Handle 1
2 116 3002 | Worm (left) 1 31A 116 3097 | Pivot Sleeve 1
2 116 3001 | Worm (right) 1 32 116 3098 | Shifter Fork Link 1
3 116 3003 | Worm Gear (right) 1 33 116 3099 | Shifter Fork Spring 1
3 116 3004 | Worm Gear (left) 1 34 116 3100 |Drag Brake Spring 1
4 116 3077 | Worm Shaft 1 35 116 3101 | Worm Housing Cover & 1
5 116 3078 | Worm Spacer 2 Bushing Ass’y
6 105 0031 | Bearing Cone 2 36 116 3010 |Worm Housing Cover Gasket 1
7 105 0032 | Bearing Cup 2 37 116 3102 | Front Base Angle 1
8 116 3079 | Vent Plug 1 38 116 3103 | Rear Base Angle 1
9 116 3080 |Sprocket Key 1 41 116 3104 | Automatic Safety Brake 1

10 116 3005 |Drag Brake Shoe Ass’y 1 Housing

; 11 116 3081 |Drag Brake Link Pin 1 41A | 116 3105 | Brake Housing 1

12 116 3082 |Drag Brake Link 1 42 116 3011 | Bearing Container Gasket as required

13 116 3083 | Bearing Leg Bushing 1 43 116 3012 | Automatic Brake Friction 2

14 116 3006 |Leg & Bushing Ass’y 1 Disc.

15 116 3007 | Worm Housing Bushing & 2 44 116 3106 | Bearing Container 2

Cover Bushing 45 116 3013 | Grease Seal 1
16 116 3084 | Worm Housing & Bushing 1 46 116 3107 | Bearing Container Gasket as required
Ass’y 47 116 3108 | Brake Housing Cover 1

17 116 3085 |Cable Drum 1 48 116 3014 | Brake Housing Cover Gasket 2

18 116 3067 | Cable Drum Shaft 1 49 116 3015 | Automatic Brake Rotor Ass’y 1

19 116 3087 |Retaining Ring 2 50 116 3109 | Automatic Brake Rotor Key 1

20 116 3008 | Clutch 1 51 116 3016 | Automatic Brake Pressure 1

22 116 3088 | Clutch Key 2 Plate

23 116 3089 | Shifter Fork 1 52 116 3110 |Spring Ass’y 1

25 116 3090 | Shifter Fork Bracket 1 52A | 116 3111 |Automatic Brake Adjusting 1

26 116 3091 |Shifter Fork Pin 1 Nut

27 116 3092 | Shifter Fork Locating Bracket 1 53 Washer 1

28 116 3093 | Shifter Fork Locating Bracket 1 54 116 3113 | Adjusting Nut Gasket 1

29 116 3094 | Shifter Fork Knob 1 55 116 3114 | Adjusting Plate 1

30 116 3095 |Shifter Fork Stem 1 57 116 3115 |Clevis 1
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POWER TAKE-OFF
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REF. CAT. REF. CAT.

NO. NO. DESCRIPTION QUANTITY NO. NO. DESCRIPTION QUANTITY

1 103 4011 | Cap — Bearing 1 17 103 4008 { Shaft — Output 1

2 300 4043 |Screw 8 18 114 0154 | Key — Output Shaft 1

3 392 0022 | Lock Washer 8 19 103 4024 | Output Bearing & Spacer 1

4 103 4012 | Gasket 1 20 103 4025 | Seal 1

5 103 4014 | Bearing 1 21 103 4012 | Gasket 1

6 103 4015 | Case (with 2 Thrust Washer) 1 22 103 4027 | Cap — Bearing 1

7 103 4016 | Fork 1 23 371 0094 | Cotter Pin 1

8 103 4017 |Screw 1 24 103 4028 | Countershaft 1

9 103 4018 | Seal 2 25 103 4029 | Thrust Washer 1

10 103 4019 | Rod 1 26 103 4030 | Bearing 1

11 380 9024 |Nut 1 27 103 4010 | Gear (Helical) 1 g
12 103 4020 |End — Shift- Rod 1 28 103 0026 | Gear — Input 1 ﬂ
13 103 4021 | Ball 1 29 103 4028 | Shaft — Input Gear 1
14 103 4022 |Spring 1 30 103 4013 | P.T.O. Gasket 1

15 103 4023 | Retainer 1 31 103 4003 | Power Take-Off Ass’y

16 103 4009 | Gear — Output Sliding
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SCRAPER

IT\IEOF' CI\IAOT" DESCRIPTION QUANTITY %Eolf ’ (;’\?OT_' DESCRIPTION QUANTITY
1 625 0056 | End Cutting Edge (L.H.) 1 10 625 0042 | Blade Support (L.H.) 1
2 625 0040 | Blade Ass’y 1 11 381 2035 | Nut 2
3 625 0044 | End Cutting Edge (R.H.) 1 12 300 0252 | Bolt 2
4 300 0153 | Bolt 8 13 112 0001 | Chain 2
5 380 6028 | Nut 19 14 618 0032 | Spring 2
6 392 0028 | Lockwasher 19 15 626 0127 | Lifter Arm 2
7 625 0041 | Blade Support (R.H.) 1 16 300 0154 | Bolt 11
8 625 0036 | Washer 2 17 625 0043 | Cutting Edge 1
9 300 0152 | Bolt 2 18 Nut 2
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